Product datasheet
APV36K

installing innovation

VISION K for a future-oriented technology

For installation of multimedia applications (e.g .: telecommunications and BK distributions)
3- and 4-row Execution for surface installations
Integrated patch panel for mounting patch modules
Plastic carrier plate for hardware components (e.g .: modem, WiFi router, switch)

3-outlet socket

Door with ventilation slots
Meets all the requirements of DIN 18015-1 to DIN18015-4

*Dicontinued item* SM Communications distributor
VISION K

Order number: 7220087
Type: APV36K

suitable for:
Dimensions Environmental conditions
Depth 99 mm Ambient temperature (24h) 35°C
Height 515 mm Ambient temperature 40 °C
Width 305mm  (maximum)
Ambient temperature -25°C
(minimum)
Max. rel. humidity at 25°C 95 %
(short term)
Max. rel. humidity at 40°C 50 %
Material
Box material PS
Cover material PS

Door material
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Properties

Technical features

Can be lead sealed
Colour

Degree of protection (IP)
Free of heavy metals
Halogen-free
Installation type
Insulation

Number of rows
PVC-free
Silicone-free
Stackable

Weather-resistant

Accessories

true

White

IP30

true

SM

protection class Il
8

true

true

Design voltage 400 V
Certificates & standards

CE true
Glow wire test 750 °C
REACH true
RoHS true
VDE -

Equipped with
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