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7
Solutions that make installations easier.

For over 30 years, f-tronic
®
 has been developing and manufacturing practical products for 

electrical installation. We offer a broad product portfolio – from installation boxes, cable fastening and 

fire protection solutions to distribution and meter cabinet systems. 

Our range is being expanded and adapted to the requirements of the market all the time. 

One clear objective is at the heart of everything we do: we aim to develop products that make day-

to-day work easier for the electrical trade. Continuous development, high quality standards and close 

proximity to practical applications result in solutions that installers can rely on – efficient, easy to fit 
and reliable.
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Ensuring that the important 
topic of sustainability receives 
full attention.

RESPONSIBLE

Ensuring that professionalism, credibil-
ity and reliability are given the highest 

priority.

SERIOUS

Ensuring that quality and a down-to-
earth approach underpin all our work.

SOLID

Ensuring that fast and efficient process-
es are our standard.

DYNAMIC

Ensuring that tolerance and curiosity 
create inspiring and productive connec-
tions.

OPEN

Ensuring that the innovations of tomorrow 
feed in to our thinking and actions with 

ground-breaking perspectives today.

FUTURE-ORIENTATED

f-tronic®

The basis of our activities
A solid foundation for excellent results

f-tronic®

f-tronic® International
In use throughout the world

f-tronic®
 represents high-quality and innovative solutions for electrical installations “Made in Germany”. As a full-

range supplier, we now have a presence in over 25 countries – both in the electrical wholesale trade and with 
installers and project partners on site. Modern plastic injection moulding technology, provided mainly by German 
mechanical engineering companies, ensures consistently high quality standards.

We are continuously expanding our international presence with an experienced and committed sales team. We see 
ourselves as a reliable partner that develops markets actively, supports customers individually and shapes sustainable 
growth through collaboration. 
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f-tronic®

Development based on practice
Quality from Germany.

A key success factor for f-tronic® is its in-house product development. Our development department creates 
ideas, concepts and solutions directly in-house. From the first sketch to a product ready for series production. Our 
developers work closely with electrical installers in order to recognise actual requirements, different installation 
practices and current market trends at an early stage and incorporate them effectively into product development. This 
results in practical products that are not only impressive on paper, but also come through with Áying colours in daily 
use. 
 

f-tronic®

Our service
More efficiency. More safety. More time for the essentials.

In addition to high product quality and sound advice, we offer carefully developed services relating to our product 
range. Our aim is to make everyday work in the electrical trade appreciably easier, optimise processes and save 
valuable resources.
In the area of installation systems, we offer two specific services that support electrical installers in delivering projects 
faster, more efficiently and more economically.

2-step delivery – cleverly planned
With our 2-step delivery format, we deliver installation distributors to construction sites at exactly the right time and in 
the right order.
The wall boxes are delivered first, followed at a later date by the interior, including the supporting structure, door and 
frame.

The benefits to you:
• Protection against theft of high-value components
• Material exactly when it is needed
• No unnecessary storage on the construction site
• More safety and Áexibility in the construction process

Fully wired small distributors – ready to install from the factory
Another key service we offer is factory planning and complete wiring of
small distributors by our experienced project team. This service offers enormous savings 
potential, especially for large-scale projects with many identical residential units.
We take care of the planning, wiring and labelling – tested, documented and delivered ready 
for connection. You install the distributors, connect them up and put them into immediate 
operation.

The benefits to you at a glance:
• Significant time savings during planning, assembly and installation
• Planning by professionals: project team of qualified electricians
• Tested systems including circuit diagrams and documentation
• For HW/FM, hollow wall, Áush-mounted and surface-mounted small distributors
• Can be expanded to include high-quality branded components

With our services, we actively support you in counteracting the shortage of skilled labour 
and implement projects efficiently, safely and cost-effectively.



NEW PRODUCTS
INTERNATIONAL PRODUCTS

Thermofix installation sleeve
for insulated facades

FM foam electronics box
Maximum installation space

SM small distributors DELTA
Specially for the Netherlands

Plaster compensation ring 
for hollow wall boxes

Systematic 
strain relief

5-row SM small distributors
VISION

Airtight HW device/connection boxes
with new BlueMulti membrane

FM foam installation boxes
Foam instead of plaster

Airtight HW electronics boxes
The evolution of the original

Damp area distribution boxes
with puncture membrane

page 70 

page 24

page 118

page 45 

page 58 

page 113

page 34

page 22 

page 36

page 56 
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Unrivalled variety
Installation boxes

f-tronic® offers a comprehensive range of installation boxes for almost every electrical installation application. Whether 
it’s Áush-mounted, hollow wall, timber construction, surface-mounted or for damp areas: all our solutions are tailored to 
the different requirements of modern buildings. 

Wider use of sockets, switches and intelligent, decentralised building technology increases the demand for sophisticated 
and efficient installation systems. We now have a range of up to 140 different installation boxes to meet these 
requirements and they are constantly being redesigned and developed. A key element in this has ben the complete 
redesign of our airtight hollow wall box series. 

As a pioneer in the field of airtight installation boxes, we specialise in products for energy-efficient building installations. 
Our airtight Áush-mounted and hollow wall boxes prevent unwanted air circulation, increase energy efficiency and 
deliver more convenience in the home. With the new BlueMulti membrane, which we use in our latest generation of 
airtight hollow wall boxes and in the Áush-mounted foam box range, installation is even faster, safer and more Áexible. 
The series is complemented by our standard range and by a variety of surface-mounted and damp-area junction boxes. 
We offer the right solution for every installation situation. 

Practical, easy to install and reliable. 

Hollow wall boxes 
from page 26 

Flush-mounted boxes 
from page 12 

Surface-mounted boxes 
from page 51 

Installation systems for 
insulated façades
from page 70 
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• Ideally suited for opposite installation in 100 mm 
partition wall 

• Can be combined with all Áush-mounted boxes
• More wiring space
• Conduit and cable entries
• Can be extended with plaster compensation rings 

E130/E132
• One-person installation

Optional accessories from p. 44

Type E400

Product description Double socket box

Article no. 7310155

SU / CB / PL 10 / 100 / 2,000

Depth 100 mm

Max. conductor 
cross-section

2.5 mm2

Material   PS

Cable entry 4 per side

Conduit entry M20 4 per side

Conduit entry M25 4 per side

Installation instructions

DUPLEX Áush-mounted partition box

Quick installation
thanks to the DUPLEX

The basis
for good Áush-mounted installation
• Flexible combination with all Áush-mounted boxes
• 20 and 25 mm conduit entry
• 4x screw dome and 2x surface for expanding claws

Flush-mounted device socket

Optional accessories from p. 44

Type E106M25 E106M25S E107M25 E107M25S

Product description Device socket box Device socket box Device connection socket Device connection socket

Article no. 7310129 7310130 7310131 7310132

SU / CB / PL 25 / 300 / 6,000 25 / 300 / 6,000 25 / 200 / 4,000 25 / 200 / 4,000

Depth 46 mm 46 mm 65 mm 65 mm

Max. conductor 
cross-section

2.5 mm2 2.5 mm2 2.5 mm2 2.5 mm2

Material   PS PS PS PS

Device screw incl. - ✓ - ✓

Cable entry 4 4 8 8

Conduit entry M20 7 7 13 13

Conduit entry M25 2 2 4 4

Nail tab
Combined conduit/ 
cable entry

Can be combined with clip-on 
nail tabs (E104). (p. 44)High Áexibility thanks to the combination 

of conduit and cable entries.

Standard spacing
With a combination of 
multiple boxes, the standard 
spacing of 71 mm is 
maintained.

U
650

U
650

Seal the socket with signal 
cover E120 (p. 44) and 
plaster it in place.

3Box can be inserted from 
one side 
(one-person assembly).

2Drill completely through the 
wall with the core bit.

1

Wall cross-section with 
socket box inserted; ideal 
for partition walls of 100 
mm. 

4
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Flush-mounted junction box

Flush-mounted device connection socket

Type E110

Product description Junction box

Article no. 7310133

SU / CB / PL 25 / 300 / 6,000

Depth 35 mm

Diameter Ø 72 mm
Max. conductor 
cross-section

2.5 mm2

Material   PS

Conduit entry M20 9

Additional items required Screw cover (E112H)

Type E510

Product description Device connection socket

Article no. 7310063

SU / CB / PL 10 / 100 / 2,000

H x W x D 110 x 71 x 45 mm
Max. conductor 
cross-section

2.5 mm2

Material   PS

Conduit entry M20 2

Conduit entry M25 8

Conduit entry M20 / M25 2

• With wiring compartment at the side
• Only 45 mm deep - for use in Áat walls

Type E140 E141 E142

Product description Distribution box incl. cover Distribution box incl. cover Distribution box incl. cover

Article no. 7310060 7310061 7310062

SU / CB / PL 10 / 200 / 4,000 10 / 150 / 3,000 1 / 30 / 600

H x W x D 80 x 80 x 50 mm 100 x 100 x 50 mm 160 x 160 x 65 mm

Max. conductor 
cross-section

4 mm2 4 mm2 16 mm2

Material   PS PS PS

Conduit entry 
M16 / M20 / M25 / M32

- / 8 / - / - 4 / 15 / 4 / - 11 / - / 10 / 6

Accessories

Type E140D E141D E142D

Product description Replacement cover Replacement cover Replacement cover

Article no. 7310135 7310136 7310137

SU / CB / PL 10 / 500 / 15,000 10 / 300 / 9,600 10 / 100 / 2,200

H x W 95 x 95 mm 120 x 120 mm 185 x 185 mm

• Simple routing of cables and conduits in 
Áush-mounted applications

• Improved installation
• For easy installation of wall lights, etc.

Type UWAD

Product description Wall outlet box

Article no.  7310078

SU / CB / PL 25 / 500 / 10,000

Depth 45 mm

Diameter Ø 36 mm
Max. conductor 
cross-section

1.5 mm2

Cable entry  2x ≤ 12 mm
Material   PS

Conduit entry M20 3

Conduit entry M25 2

Accessories incl. cover

Flush-mounted distribution boxes

Flush-mounted wall outlet box

All-round effectiveness
For easier installation

U
650

U
650

U
650

U
650
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Plaster cover

Plaster compensation ring

Type UP20 UP30 UP40 UP50

Product description Device socket, 2-fold Device socket, 3-fold Device socket, 4-fold Device socket, 5-fold

Article no. 7310102 7310103 7310104 7310105

SU / CB / PL 10 / 90 / 1,800 5 / 50 / 1,000 5 / 40 / 800 5 / 35 / 700
H x W x D 71 x 141 x 63 mm 71 x 213 x 63 mm 71 x 284 x 63 mm 71 x 354 x 63 mm
Max. conductor 
cross-section

2.5 mm2 2.5 mm2 2.5 mm2 2.5 mm2

Material   PP PP PP PP

Cable entry 
Flat cable 20 x 10 mm 

12 20 28 36

Conduit entry M20 10 14 18 22

Type UPD1 UPD2

Product description Semi-circular plaster cover Square plaster cover

Article no. 7390055 7390056

SU / CB / PL 50 / 1,000 / 20,000 50 / 1,000 / 20,000

Material   PP PP

Square and semi-circular plas-
ter compensation ring available.

1 Can be broken out to required 
height in 5 mm increments.

2

Application

Type PAQ PAH

Product description
Square plaster 
compensation

Semi-circular plaster 
compensation

Article no. 7390089 7390090

SU / CB / PL 15 / 420 / 8,400 10 / 440 / 8,800
Depth 30 mm 30 mm

Material   PA6 PA6

• Extremely solid material, high wall thickness
• Flexible installation thanks to variable separators

Versatile application
Solid construction

Multiple Áush-mounted box, solid Multiple Áush-mounted box, solid

Installation instructions

Chisel out the remaining 
material.

3Drill holes with core bit.2

Insert the box into the wall 
and protect it with signal 
covers (p.17).

5 Plaster it in and you're done.6

The marking holes are used 
to mark the centre points.

1

Separators

Feed-throughs

Standard spacing

Marking holes

Individually removable separators 
for variable separation of the instal-
lation areas.

Break-out feed-throughs in the 
separator for defined cable 
routing.

The standard spacing of 71 mm 
is maintained automatically.

Mark the drilling points for the milling drill 
bits using the marking holes.

U
650
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Efficiency
in energy and handling

• Maximum airtightness thanks to f5 membrane (tear-resistant, 
Áexible, airtight, pre-embossed, tool-free)

• Increasing energy efficiency in buildings
• More comfort by avoiding draughts
• Easy to install
• Easy handling with no additional tools
• Guaranteed compliance with the standard spacing

Flush-mounted device socket, airtight

Optional accessories from p. 44

Type E1062K E1072K

Product description Device socket box Device connection socket

Article no. 7320026 7320028

SU / CB / PL 25 / 300 / 6,000 25 / 200 / 4,000

Depth 46 mm 65 mm

Material   PP / TPE PP / TPE

Cable entry - 6

Conduit entry 
M20 / M25

4 / 2 2 / 5

Time-saving

Great combinations

Energy efficiency

Airtight
The Áexible, tear-resistant membrane 
allows cables and conduits to be 
installed quickly and without tools.

All f-tronic® Áush-mounted boxes can 
be used in combination. Compliance 
with the standard spacing of 71 mm 
guaranteed.

The airtight f5 membrane prevents 
unwanted draughts and thus increas-
es energy efficiency in the building. 
Ideal for use in combination with the 
conduit sealing plugs.

The Áexible membrane wraps 
itself around the conduit or duct 
and is airtight.

Nail tab
Flexible installation thanks to nail 
tab (E104). (p. 44)

U
650

Less foam. More time.
UI, the most efficient foam socket.

Now also available as an electronic box.
More on page 22.
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The all-rounder
Versatile and practical

• Maximum airtightness thanks to f5 membrane (tear-resistant, 
Áexible, airtight, pre-embossed, tool-free)

• Increases energy efficiency in buildings
• Easy to install

IT electronics box, airtight IT electronics box, airtight

Installation instructions

Standard-compliant separa-
tion of the circuits.

3Simply slide in the separator 
from above.

2Additional separator (E551) 
for circuit separation. (p.46)

1

Type E550

Product description IT electronics box

Article no. 7320009

SU / CB / PL 10 / 80 / 1,600
Depth 67 mm
Max. conductor 
cross-section

4 mm2

Material   PS / PP / TPE

Cable entry ≤ Ø 11 mm 16

Conduit entry ≤ M20 6

Conduit entry ≤ M25 5

Accessories  incl. device screws

Plenty of space

Entries

Great combinations

Side-by-side
installation on 4 sides

Circuit separation

Energy efficient

Airtight

The box offers plenty of space 
for installing components up to 
50 mm in height and for observ-
ing bending radii.

Wide variety of entries: 16x cable 
entries, 11x conduit entries.

All f-tronic® Áush-mounted boxes 
can be used in combination. 
Compliance with the standard 
spacing of 71 mm guaranteed.

The E550 can be installed side 
by side on four sides. This means 
that installation is possible in any 
combination.

Separator available as an accessory 
enables circuit separation in the box.

The airtight membrane prevents unwant-
ed draughts and thus increases energy 
efficiency in the building. Ideal for use 
in combination with the conduit sealing 
plugs.

The f5 membrane wraps itself 
around the conduit or duct 
and is airtight. The membrane 
withstands even the highest 
mechanical stresses and does 
not tear.

U
650
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Flush-mounted box with foam distribution system

Accessories

Type UI68SDSI UI68PASI

Product description Signal cover Plaster compensation

Article no. 7390151 7390152

SU / CB / PL 40 / 1,000 / 20,000 10 / 450 / 9,000

Depth - 10–25 mm

Material PE PP

Suitable for
UIM49SI
UIM68SI

UIM49SI 
UIM68SI

Type UIM49SI UIM68SI

Product description Device socket box Device connection socket

Article no. 7320100 7320101

SU / CB / PL 20 / 200 / 4,000 20 / 200 / 2,400

Milled hole Ø 82 mm Ø 82 mm
Depth   49 mm 68 mm
Max.
conductor 
cross-section 

2.5 mm² 2.5 mm²

Material PP / TPE PP / TPE

Cable entry 2x ≤ Ø 12 mm 10x ≤ Ø 12 mm
Conduit entry 8x ≤ Ø 25 mm 8x ≤ Ø 25 mm

The UI foam box is now fully 
installed.

3Place the foam gun at the 
base of the box and apply 
foam.

2Make an installation 
opening and insert the UI 
foam box.

1

Installation instructions

Foam instead of plaster
because every step matters

Flush-mounted box with foam distribution system

More space, less effort

Perfect alignment

Efficient foam distribution

Convenient 
through-wiring

Secure hold

Stable connection

Airtight installation
30% more installation space and 
faster installation, thanks to fixing 
with foam instead of plaster.

Triple screw domes enable exact and 
easy adjustment of the devices, for 
fast, safe and precise installation.

The innovative distribution system 
guides the foam precisely to where 
it is needed – for maximum hold and 
minimum waste.

• Steplessly adjustable plaster com-
pensation from 10–25 mm

Fully insulated, airtight connection 
from box to box possible. For safe 
and efficient installation, ideal for 
pre-assembled combinations.

Thanks to the integrated lamellae, 
the box remains firmly anchored to 
the masonry, regardless of type, even 
without foam.

Flexible plug-in/sliding system for a 
stable arrangement of several sockets 
on any side.

Thanks to BlueMulti membrane tech-
nology, the entire installation remains 
dependably airtight.

U
650

Watch the video

https://youtu.be/5M4Li5U-g2g?si=OJ6CArOCZrNr79tj
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Type UI69ESDSI UI69EPASI

Product description Signal cover Plaster compensation

Article no. 7390177 7390176

SU / CB / PL 40 / 1,000 / 20,000 10 / 450 / 9,000

Depth - 10–25 mm

Material PE PP

Suitable for UIM69ESI UIM69ESI

Type UIM69ESI

Product description Electronics box

Article no. 7320106

SU / CB / PL 10 / 100 / 2000

Milled hole 2x Ø 82 mm
Depth   69 mm

Max.
conductor 
cross-section 

2.5 mm²

Material PP / TPE

Cable entry 16x ≤ Ø 12 mm

Conduit entry
6x ≤ Ø 25 mm
2x ≤ Ø 32 mm

Accessories

Foam IT electronics box

Maximum installation space
with foam instead of plaster

U
650

Foam IT electronics box

Airtight installation

Maximum space utilisation

Perfect interaction

Circuit separation

Versatile use

Efficient foam distribution

Thanks to BlueMulti membrane 
technology, the entire installation 
remains dependably airtight. 

The design of the box offers the largest 
possible volume with as little additional 
chiselling work as possible – installation 
convenience at all levels. 

The electronics box can be connected to the 
foam installation boxes on 3 sides to create 
an airtight fit and broken out for through-
wiring. 

Integrated separating wall can be used to 
separate circuits within the box if required. 

Suitable for a wide range of applications 
thanks to the choice of variants and large 
number of entries. For smart home, network 
or classic installation. 

Perfect hold with minimal use of foam – the 
innovative distribution system directs the foam 
precisely to the right places. 

• Steplessly adjustable plaster 
compensation from 10–25 mm

Perfect results
The installed devices can be perfectly aligned 
thanks to the triple screw domes – for a perfectly 
fitting end result, especially with combinations. 
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Simple marking
There are pins on the back of the double 
socket for marking the centre of the hole 
to be cut in the wall.

Double hollow wall device socket

Stronger together
Dual sockets for more convenience

• Convenient installation of 2-fold combinations
• Pins on the back mark centre points for milling hole
• Break-out openings for cables and conduits
• Integrated cable retention for NYM cables
• Secure conduit fixing

Type E118 E118HF

Product description Double device socket
Double device socket, 

halogen-free

Article no. 7350179 7350162

SU / CB / PL 10 / 100 / 2,000 10 / 100 / 2,000

Milling hole 2x Ø 68 mm 2x Ø 68 mm
Depth 49 mm 49 mm

Max. conductor 
cross-section

2.5 mm2 2.5 mm2

Panel thickness 5–40 mm 5–40 mm

Material   PP PP

Cable entry 
3x 1.52 4 4

5x 1.52 / 3x 2.52 4 4

Cable entry 7x 1.5² / 5x 2.5² 2 2

Conduit entry M20 2 2

Conduit entry M20 / M25 4 4

The basis
for good HW installation

• With break-out openings for cables and conduits
• Integrated cable retention for NYM cables
• Secure fixing of conduits
• Combination of entries up to M25

Hollow wall device socket

Optional accessories from p. 44

Type E115 E115HF E117 E117HF E135

Product description Device socket box
Device socket, 
halogen-free

Device connection 
socket

Device connection 
socket, halogen-free

Device socket, 
extra Áat

Article no. 7350163 7350164 7350165 7350166 7350167

SU / CB / PL 25 / 300 / 6,000 25 / 300 / 6,000 25 / 400 / 4,800 25 / 400 / 4,800 25 / 300 / 6,000

Milling hole Ø 68 mm Ø 68 mm Ø 68 mm Ø 68 mm Ø 68 mm
Depth 49 mm 49 mm 62 mm 62 mm 35 mm

Max. conductor 
cross-section

2.5 mm² 2.5 mm² 2.5 mm² 2.5 mm² 2.5 mm²

Panel thickness 5–40 mm 5–40 mm 5–40 mm 5–40 mm 5–25 mm

Material PP PP PP PP PP

Cable entry 3x 1.5² 3 3 3 3 4

5x 1.5² / 3x 2.5² 2 2 3 3 2

7x 1.5² / 5x 2.5² - - 1 1 -

Conduit entry M20 - - 1 1 -

Conduit entry M20 / 
M25

2 2 2 2 -

Simply connected

Perfectly aligned

The round connecting pieces 
ensure simple connection and 
through-wiring from box to box.

Thanks to the triple screw domes, 
the installed device can be aligned 
easily and quickly in the box.

Wide range of entries
Maximum Áexibility during installation 
thanks to the many different entry 
options.

Standard spacing
The screw spacing of 60 mm guarantees 
optimum installation of the devices in the 
box.

6
0
 m

m

650 650
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Hollow wall junction/distribution boxes

Type E119 E815 E116

Product description Junction box Junction box Distribution box

Article no. 7350043 7350046 7350033

SU / CB / PL 10 / 200 / 4,000 20 / 20 / 1,280 1 / 80 / 1,600
Dimensions Ø 74 mm Ø 120 mm 105 x 105 mm

Panel thickness 5–40 mm 5–40 mm 5–40 mm

Depth 50 mm 65 mm 45 mm

Max. conductor 
cross-section

2.5 mm2 4 mm2 4 mm2

Material   PP PP PP

Cable entry 3x 1.52 6 12 8

5x 1.52 / 3x 2.52 - 12 -

Conduit entry M16 / 
M20

- - 4

 M20 / M25 4 2 / 2 4 / -

Accessories incl. screw cover incl. screw cover incl. screw cover

Optional accessories from p. 44

• Especially for use in conduit 
installation

Type E860 E870

Product description Device socket box Device connection socket

Article no. 7350117 7350116

SU / CB / PL 25 / 300 / 6,000 25 / 400 / 6,000

Milling hole Ø 68 mm Ø 68 mm
Depth 48 mm 61 mm

Max. conductor 
cross-section

2.5 mm2 2.5 mm2

Panel thickness 5–40 mm 5–40 mm

Material   PP PP

Cable entry 
3x 1.52 2 -

Conduit entry 
M20 / M25

2 / 2 2 / 2

Type E134

Product description Outlet box

Article no. 7350098

SU / CB / PL 25 / 500 / 10,000

Milling hole Ø 35 mm
Depth 45 mm

Max. conductor 
cross-section

2.5 mm2

Panel thickness 5–25 mm

Material   PP

Cable entry
3x 1.52 1

Accessories incl. cover

Hollow wall device socket

Hollow wall outlet box

Small in size

Customised

Big in its range of application

• Simple routing of cables and lines
• Space for connection terminals
• Internal sealing cover
• Screw point for light attachment

650

650

650

for conduit installation

Are you still searching?

The f-fix makes time-consuming searching for cables a thing of the past.

Fix your cables easily in a hollow 
wall with the help of the f-tronic 
f-fix, save valuable time and give 
yourself the peace of mind of 
knowing that your cable will stay 
where you have fixed it.

Find out more on page 94.
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Versatile application
Solid installation

• Extremely solid material, high wall thickness
• Flexible installation thanks to variable separators
• With break-out openings for easy insertion of cables

Separator
Individually removable separators for 
separating circuits.

Cable feed-throughs

Installation instructions

Break-out cable feed-through for 
neat cable routing in the box.

Standard spacing
Marking pinThe standard spacing of 60 mm is main-

tained thanks to the design. The outer drill holes are marked by pressing 
the box onto the plasterboard.

60 mm

Insert the box and fix with 
the fixing screws.

Box offers high Áexibil-
ity thanks to adjustable 
separators and extra wiring 
space.

3 4
Make the two outer holes 
with a Ø 68 mm milling drill 
bit and cut out the centre 
piece with a cutter or jigsaw.

2
Mark centre points 
by pressing the pins in.1

650

Multiple hollow wall box, solid

Type HW20 HW30

Product description Device socket, 2-fold Device socket, 3-fold

Article no. 7350062 7350063

SU / CB / PL 10 / 90 / 1,800 5 / 50 / 1,000

H x W x D 68 x 139 x 63 mm 68 x 210 x 63 mm
Panel thickness 3–38 mm 3–38 mm
Max. conductor 
cross-section

2.5 mm2 2.5 mm2

Material   PA6 PA6

Conduit entry M20 6 8

Type HW40 HW50 HW60

Product description Device socket, 4-fold Device socket, 5-fold Device socket, 6-fold

Article no. 7350064 7350065 7350093

SU / CB / PL 5 / 40 / 800 5 / 35 / 700 1 / 30 / 600

H x W x D  68 x 281 x 63 mm 68 x 352 x 63 mm 152 x 210 x 63 mm

Panel thickness 3–38 mm 3–38 mm 3–38 mm
Max. conductor 
cross-section

2.5 mm2 2.5 mm2 2.5 mm2

Material   PA6 PA6 PA6

Conduit entry M20 10 12 12

Multiple hollow wall box, solid
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Accessories

Type HWD1 HWD2 PAQ PAH

Product  
description

Semicircular cover Square cover
Square plaster 
compensation

Semi-circular plaster 
compensation

Article no. 7390057 7390058 7390089 7390090

SU / CB / PL 50 / 1,000 / 48,000 50 / 1,000 / 48,000 15 / 420 / 8,400 10 / 440 / 8,800
Depth - - 30 mm 30 mm

Material   PS PS PA6 PA6

Multiple hollow wall box, airtight

Solid construction
Airtight installation

• Airtight thanks to membrane technology
• Easy to install with tool-free conduit entries
• Removable separators

Type HW202K HW302K HW402K

Product description Device socket box Device socket box Device socket box

Article no. 7360063 7360064 7360065

SU / CB / PL 10 / 90 / 1,800 5 / 50 / 1,000 5 / 40 / 800
H x W x D 68 x 139 x 50 mm 68 x 210 x 50 mm 68 x 281 x 50 mm
Panel thickness 5–40 mm  5–40 mm 5–40 mm

Max. conductor 
cross-section

2.5 mm2 2.5 mm2 2.5 mm2

Material PP / TPE PP / TPE PP / TPE

Conduit entry M16 1 3 5

Conduit entry M20 2 2 2

Conduit entry 
M16 / M20

2 4 6

Conduit entry 
M20 / M25

3 3 3

Type HW20F HW30F HW40F HW50F

Product description  Device socket, 2-fold, Áat  Device socket, 3-fold, Áat Device socket, 4-fold, Áat  Device socket, 5-fold, Áat
Article no. 7350153 7350154 7350155 7350156

SU / CB / PL 10 / 90 / 1,800 5 / 50 / 1,000 5 / 40 / 800 5 / 35 / 700
H x W x D 68 x 139 x 45 mm 68 x 210 x 45 mm 68 x 281 x 45 mm 68 x 352 x 45 mm
Panel thickness 3–20 mm 3–20 mm 3–20 mm 3–20 mm

Max. conductor 
cross-section

2.5 mm² 2.5 mm² 2.5 mm² 2.5 mm²

Material   PA6 PA6 PA6 PA6

Conduit entry 
M20 / M25

8 / 2 13 / 4 16 / 6 21 / 8

Multiple hollow wall box, Áat
650
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Type HIM49EU HIM49EU-HF HIM62EU HIM62EU-HF HIM62REU HIM62REU-HF

Product description
Device socket 

box
Device socket, 
halogen-free

Device 
connection socket

Device 
connection 

socket, 
halogen-free

Device 
connection socket

Device 
connection 

socket, 
halogen-free

Article no. 7360087 7360088 7360093 7360094 7360095 7360096

SU / CB / PL 25 / 300 / 6,000 25 / 300 / 6,000 25 / 400 / 4,800 25 / 400 / 4,800 25 / 400 / 4,800 25 / 400 / 4,800
Milling hole Ø 68 mm Ø 68 mm Ø 68 mm Ø 68 mm Ø 68 mm Ø 68 mm
Panel thickness 5–40 mm 5–40 mm 5–40 mm 5–40 mm 5–40 mm 5–40 mm

Depth 49 mm 49 mm 62 mm 62 mm 62 mm 62 mm

Max. Conductor 
cross-section

2.5 mm2 2.5 mm2 2.5 mm2 2.5 mm2 2.5 mm2 2.5 mm2

Material   PP / TPE PP / TPE PP / TPE PP / TPE PP / TPE PP / TPE

Cable entry 3x 1.52 2 2 4 4 2 2 

5x 1.52 / 3x 2.52 2 2 3 3 - -

7x 1.52 / 5x 2.52 - - 1 1 - -

Conduit entry ≤ M20 - - - - 2 2

Conduit entry ≤ M25 2 2 2 2 2 2

Accessories
per SU incl. 5x 

E105
per SU incl. 5x 

E105HF
per SU incl. 5x 

E105
per SU incl. 5x 

E105HF
per SU incl. 5x 

E105
per SU incl. 5x 

E105HF

Type HIM49 HIM49-HF HIM62 HIM62-HF HIM62R HIM62R-HF

Product description
Device socket 

box
Device socket, 
halogen-free

Device 
connection socket

Device 
connection 

socket, 
halogen-free

Device 
connection socket

Device 
connection 

socket, 
halogen-free

Article no. 7360085 7360086 7360089 7360090 7360091 7360092

SU / CB / PL 25 / 300 / 6,000 25 / 300 / 6,000 25 / 400 / 4,800 25 / 400 / 4,800 25 / 400 / 4,800 25 / 400 / 4,800
Milling hole Ø 68 mm Ø 68 mm Ø 68 mm Ø 68 mm Ø 68 mm Ø 68 mm
Panel thickness 5–40 mm 5–40 mm 5–40 mm 5–40 mm 5–40 mm 5–40 mm

Depth 49 mm 49 mm 62 mm 62 mm 62 mm 62 mm

Max. Conductor 
cross-section

2.5 mm2 2.5 mm2 2.5 mm2 2.5 mm2 2.5 mm2 2.5 mm2

Material   PP / TPE PP / TPE PP / TPE PP / TPE PP / TPE PP / TPE

Cable entry 3x 1.52 2 2 4 4 2 2 

5x 1.52 / 3x 2.52 2 2 3 3 - -

7x 1.52 / 5x 2.52 - - 1 1 - -

Conduit entry ≤ M20 - - - - 2 2

Conduit entry ≤ M25 2 2 2 2 2 2

Accessories
per SU incl. 5x 

E105
per SU incl. 5x 

E105HF
per SU incl. 5x 

E105
per SU incl. 5x 

E105HF
per SU incl. 5x 

E105
per SU incl. 5x 

E105HF

The Áexible multi-solution
with BlueMulti membrane

Hollow wall device socket, airtight Hollow wall device socket, airtight, wide mounting edge

Variable conduit entries
Deep-drawn conduit entries allow variable wiring 
with entry angles of 90° and opposite installation 
in the wall. 

Wide range of entries
A wide variety of cable entries up to 7x 1.5² 
/ 5x 2.5², optimally positioned, guaranteed 
airtight and with labelling to ensure cable 
retention. 

Reinforced cable entry
The reinforced cable entry provides 
additional stability and simplifies 
insertion of cables and lines. 

Airtight through-wiring
The connection opening guarantees 
airtight through-wiring with the connection piece. 

Visible quality
The BlueMulti membrane ensures reliable air-
tightness and ease of installation – quality that 
is obvious at first glance. 

Perfect results
The installed devices can be perfectly aligned 
thanks to the triple screw domes – for a perfectly 
fitting end result, especially with combinations. 

850

Optional accessories from p. 44

Reliable hold
The wide edge of the box increases the contact 
surface and overall stability, allowing it to be 
fixed even more securely to the wall. Variants 
with wide and narrow edges are available.

Hollow wall device socket, airtight, narrow mounting edge

Documents & 
further information

https://www.f-tronic.de/en/search?sSearch=7360093
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Type E5100 E5100HF

Product description LAN socket box LAN socket box, halogen-free

Article no. 7360051 7360055

SU / CB / PL 10 / 200 / 4,000 10 / 200 / 4,000

Milling hole Ø 68 mm Ø 68 mm
Panel thickness 5–25 mm 5–25 mm

Depth 60 mm 60 mm

Material   PP / TPE PP / TPE

Network cable entry 2 2

Duplex cable 1 1

Optional accessories from p. 44

The specialist
for your IT application

850

Straightforward installation
Simple one-hole installation with a standard mill-
ing hole diameter of Ø 68 mm and f5 membrane 
technology.DIN-compliant

Airtight
Can be combined on 3 sides

The special design prevents the cable from 
bending beyond the radius that guarantees 
loss-free data transmission.

Thanks to f5 membrane technology, which 
also allows problem-free cable insertion, the 
LAN socket box is guaranteed to be airtight.

The staggered arrangement of the fixing 
screws means that the LAN socket box can 
be combined on three sides with any other 
hollow wall socket boxes that have a 71 mm 
standard spacing.

The evolution of the original
The pioneer among IT boxes

Type HIM70EEU HIM70EEU-HF HIM70E HIM70E-HF

Product description
IT electronics socket box, 

wide mounting edge

IT electronics box, halo-
gen-free, wide mounting 

edge

IT electronics box, narrow 
mounting edge

IT electronics box, halo-
gen-free, narrow mounting 

edge

Article no. 7360099 7360100 7360097 7360098

SU / CB / PL 10 / 100 / 2,000 10 / 100 / 2,000 10 / 100 / 2,000 10 / 100 / 2,000

Milling hole Ø 68 mm Ø 68 mm Ø 68 mm Ø 68 mm
Panel thickness 5–25 mm 5–25 mm 5–25 mm 5–25 mm

Depth 70 mm 70 mm 70 mm 70 mm
Material   PP / TPE PP / TPE PP / TPE PP / TPE

Cable entry 3x 1.52 2 2 2 2

5x 1.52 / 3x 2.52 2 2 2 2

Conduit entry ≤ M25 3 3 3 3

Accessories incl. 5x E105 incl. 5x E105HF incl. 5x E105 incl. 5x E105HF

Optional accessories from p. 44

850

Hollow wall LAN socket boxIT electronics box, hollow wall

Airtight installation
Thanks to BlueMulti membrane technology, the 
entire installation remains dependably airtight. 

Reliable hold
The wide edge of the box increases the contact 
surface and overall stability, allowing it to be 
fixed even more securely to the wall. Variants 
with wide and narrow edges are available.

Maximum wiring space
The design of the box offers the largest possible 
volume, even though the box is installed with a 
standard Ø 68 mm milled hole. 

Perfect interaction
The electronics box can be connect-
ed to standard and airtight hollow 
wall socket boxes. 

No obstacles
The sturdy box body pushes out any 
insulation material that gets in the way 
during installation in the wall without 
deforming. 

Versatile use
Suitable for a wide range of modern building 
installation applications – smart home, net-
work or classic installation. 

Perfect results
The installed devices can be perfectly aligned 
thanks to the triple screw domes – for a perfectly 
fitting end result, especially with combinations. 

Documents & 
further information

https://www.f-tronic.de/en/search?sSearch=7360051
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Type E3700TC E3700TCHF

Product description
Device connection socket for 

timber construction
Device connection socket for 

timber construction, halogen-free

Article no. 7360072 7360073

SU / CB / PL 10 / 200 / 4,000 10 / 200 / 4,000

Milling hole Ø 68 mm Ø 68 mm
Panel thickness ≥ 10 mm ≥ 10 mm
Depth 62 mm 62 mm

Max. conductor 
cross-section

2.5 mm2 2.5 mm2

Material   PP / TPE PP / TPE

Cable entry 3x 1.52 2 2

5x 1.52 / 3x 2.52 2 2

Conduit entry ≤ M25 2 2

Accessories per PU incl. 5x E105 per PU incl. 5x E105HF

TC fixing technology

Tool-free entries

High stability

Energy efficiency 

The patented TC system is anchored 
in the wood by means of a metal claw, 
ensuring a stable and secure hold. 

f5 membrane for tool-free conduit and cable in-
sertion, which simplifies installation and cuts the 
time required by up to 60%. 

Greater material thickness guarantees stability 
and resilience.

Airtight membrane prevents unwanted 
draughts in hollow walls and thus increas-
es energy efficiency in buildings. Optional 
combination with sealing plugs. 

Problem with stan-
dard socket boxes
Fastening in panel thicknesses 
> 40 mm only possible with 
costly undercuts or non-
standard, improvised solutions.

Grips firmly
Stays in the wood

• Robust housing
• TC claws for secure hold in panel thicknesses > 40 mm
• Cost-effective, standard-compliant solution for solid timber, cross-laminated timber and hybrid 

construction

850

Hollow wall socket box for timber construction Hollow wall socket box for timber construction

Type E816

Product description Junction box

Article no. 7360016

SU / CB / PL 20 / 20 / 1,280
Milling hole Ø 120 mm
Panel thickness 5–40 mm

Depth 65 mm

Max. conductor 
cross-section

4 mm2

Material   PP / TPE

Cable entry 3x 1.52 12

5x 1.52 / 3x 2.52 12

7x 1.52 / 5x 2.52 6

Conduit entry 
M20 / M25

2 / 2

Accessories incl. screw cover

• Airtight thanks to 2-component membrane technology
• Easy to install with tool-free cable and conduit insertion
• Integrated cable retention for NYM cables
• Secure fixing of conduits
• ÖVE certified

More space
Better connection

Hollow wall junction box, airtight
850

Documents & 
further information

https://www.f-tronic.de/en/search?sSearch=7360072
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Sound insulation effect according to ISO 10140

Wall construction 1:
Total wall thickness 155 mm

Wall construction 2: 
Total wall thickness 100 mm

• Sound-insulating function of the wall is fully 
retained

• Retrofitting possible
• 4 cable entries
• 2x M25 conduit entries
• Installation of up to 5-fold combination 

possible

Type SP3700 SP3700HF

Product description
Sound protection socket 

box
Sound protection socket 

box, halogen-free

Article no. 7520001 7520002

SU / CB / PL 10 / 200 / 4,000 10 / 200 / 4,000

Milling hole Ø 68 mm Ø 68 mm
Panel thickness 5–40 mm 5–40 mm

Depth 58 mm 58 mm
Material   PP / TPE PP / TPE

Cable entry 3x 1.52 2 2

5x 1.52 / 3x 2.52   2 2

Conduit entry 
≤ M25 2 2

Relaxing
and a guarantee of privacy

850

Optimised material thickness 

Energy efficiency

Tool-free and airtight

Opposite 
installation

Thanks to the optimised material thickness, the 
sound insulation box has the best sound insulation 
properties. Nevertheless, it is designed in such a 
way that it meets the internal space specifications 
of the standard with a normal milling hole diameter 
of 68 mm.

The airtight membrane prevents unwanted draughts 
in hollow walls and thus improves energy efficiency 
in buildings.
Optional combination with sealing plugs. (p.49)

The f5 membrane technology of the 
entries is designed in such a way that 
simple, tool-free insertion is possible 
despite the thicker material. The socket 
box is therefore not only airtight, but 
also retains its sound insulation prop-
erties!

From a wall thickness of 120 mm, 
opposite installation is also possible 
without loss of sound insulation prop-
erties.

Sound reduction index without socket boxes: 63 dB
Sound reduction index with f-tronic® SP3700: 63 dB

Plasterboard 12.5 mm

Plasterboard 12.5 mm

2x CW profile 50 mm

2x insulation material 40 mm

Profile spacing 5 mm

1
1

1

2

2

2 3
3

3

44
4

5

5

Sound reduction index without socket boxes: 55 dB
Sound reduction index with f-tronic® SP3700: 55 dB

Plasterboard 12.5 mm

Plasterboard 12.5 mm

Insulation material 40 mm

CW profile 50 mm

1

1

2

3

4
4

3

Hollow wall sound protection socket box Hollow wall sound protection socket box

Documents & 
further information

https://www.f-tronic.de/en/search?sSearch=7520001


Structural fire protection can save lives.
Tested fire protection solutions from f-tronic® ensure safety in the event of fire.

You will find our fire protection range from page 74 onwards.

Our certified installation box for Ø68 milled holes offers simple installation 
and reliable safety in the event of fire.

With the BS117, ceiling installations up to EI60 are possible, while the 
BS134 provides standard wall and ceiling outlets in fire compartments. 
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Plaster compensation, Áush-mounted
650

Adapts to any situation
Extends the installation

Type E130 E131 E132 E133

Product 
description

Plaster compensa-
tion ring

Plaster compensa-
tion ring

Plaster compensa-
tion ring

Plaster compensa-
tion ring

Article no. 7390028 7390032 7390033 7390035

SU / CB / PL 50 / 1,200 / 24,000 50 / 1,000 / 20,000 50 / 500 / 10,000 50 / 400 / 8,000
Depth 12 mm   12 mm 24 mm 24 mm

Material   PS PS PS PS

Suitable for
FM socket boxes 

with screw spacing 
60 mm

FM socket boxes 
with screw spacing 

70 mm

FM socket boxes 
with screw spacing 

60 mm

FM socket boxes 
with screw spacing 

70 mm

Type PA10HW PA20HW

Product 
description

Plaster compensation ring Plaster compensation ring

Article no. 7390163 7390164

SU / CB / PL 25 / 1,000 / 20,000 25 / 300 / 12,000

Suitable for
HW socket boxes with screw 

spacing 60 mm
HW socket boxes with screw 

spacing 60 mm

Depth 10 mm   20 mm

Material   PP PP

• Compensate for appliance 
and junction boxes that sit 
too deep

• With pre-assembled device 
screws (length 15 mm)

• Plaster compensation rings 
with the same diameter 
can be mounted on top of 
one another

Nail tab

Signal cover

Type E104

Product  
description

Nail tab

Article no. 7390069

SU / CB / PL 50 / 1,000 / 48,000
Material PS

Suitable for
FM socket boxes E106M25, 
E107M25, E1062K, E1072K

Alternative installation for FM socket boxes
Universal fixing

Type E120 E121 WADSD

Product 
description

Signal cover Signal cover Signal cover for UWAD

Article no. 7390024 7390026 7390144

SU / CB / PL 50 / 1,500 / 30,000 50 / 1,000 / 20,000 50 / 1,000 / -

Material PE PE PE

Suitable for
FM socket boxes with screw 

spacing 60 mm
FM socket boxes with screw 

spacing 70 mm UWAD

Protects and keeps things clean
Marking in the plaster

Type UI68SDSI UI68PASI UI69SDSI UI69PASI

Product
description

Signal cover Plaster compensation Signal cover Plaster compensation

Article no. 7390151 7390152 7390177 7390176

SU / CB / PL 40 / 1,000 / 20,000 40 / 1,000 / 20,000 40 / 1,000 / 20,000 10 / 450 / 9,000

Depth - 10–25 mm - 10–25 mm

Material PE PS PE PS

Suitable for
UIM49SI
UIM68SI

UIM49SI
UIM68SI UIM69ESI UIM69ESI

Accessories for foam installation boxes

Hollow wall plaster compensation

Type E112H E109A E109

Product description Screw cover Push-in spring cover Push-in spring cover

Article no. 7390022 7390016 7390015

SU / CB / PL 50 / 1,000 / 32,000 50 / 1,000 / 20,000 50 / 800 / 16,000

Suitable for
Boxes with screw spacing 60 

and 70 mm
FM socket boxes with

screw spacing 
60 mm

FM junction boxes with 
screw spacing 60 and 70 

mm

Accessories Incl. 2 screws - -

Material   PS PS PS

Universal cover

U

650

U

650

U

650

U

850
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Device screws

Device screw box

Tidy and easy to see
Practical box for device screws

Type GKSB

Product  
description

Device screw box

Article no. 9920025

SU / CB / PL 1 / 5 / 600

Contents

100x device screw combi crosshead 
3.2 x 15 mm

100x device screw combi crosshead 
3.2 x 25 mm

100x device screw combi crosshead 
3.2 x 40 mm

Type GKS15 GKS25 GKS40

Product  
description

Device screw combi crosshead
Device screw

Combi crosshead
Device screw

Combi crosshead

Article no. 9920022 9920023 9920024

SU / CB / PL 100 / 20,000 / 480,000 100 / 15,000 / 360,000 100 / 10,000 / 240,000

Dimensions 3.2 x 15 mm 3.2 x 25 mm 3.2 x 40 mm

Head shape Combi crosshead Combi crosshead Combi crosshead

Material   Steel Steel Steel

Type E817 E551

Product  
description

Separator Separator

Article no. 7390112 7390120

SU / CB / PL 10 / 1,000 / - 10 / 1,000 / - 

Suitable for E815 / E816 E550

Material   PS PP

Type E105 E105HF E150

Product  
description

Connecting pieces Connecting pieces, halogen-free Connecting pieces

Article no. 7390075 7390091 7390093

SU / CB / PL 25 / 500 / 160,000 25 / 500 / 160,000 50 / 5,000 / 160,000

Suitable for

HW socket boxes E115, E117, E135, 
E118, HIM49, HIM49EU, HIM62, 
HIM62EU, HIM62R, HIM62REU, 

HIM70E, HIM70EEU, SP3700, E3700TC

Halogen-free HW socket boxes E115HF, 
E117HF, E118HF, HIM49-HF, HIM49EU-
HF, HIM62-HF, HIM62EU-HF, HIM62R-

HF, HIM62REU-HF, HIM70E-HF, 
HIM70EEU-HF, SP3700HF, E3700TCHF, 

BS3700, BS2000, BS3500, BS2700, 
BS3700TC, BS2000TC, BS3500TC, 

BS2700TC

 HW socket boxes
E860, E870

Material   PP PP PP

Separator

Connecting pieces

850

850
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• For all Áexible insulating conduits
• Can be retrofitted for airtight sealing of conduits
• Simple and reliable
• Ideal for use in combination with airtight instal-

lation boxes

Application

Type E06 E07 E08 E09 E10

Product description M16 sealing plug M20 sealing plug M25 sealing plug M32 sealing plug M40 sealing plug

Article no. 9930014 9930015 9930016 9930017 9930018

SU / CB / PL 50 / 6,000 / 192,000 50 / 5,000 / 100,000 50 / 4,500 / 90,000 50 / 1,500 / 24,000 50 / 1,000 / 24,000

External conduit 
diameter

Ø 16 mm Ø 20 mm Ø 25 mm Ø 32 mm Ø 40 mm

Inside conduit 
diameter

Ø 11 mm Ø 15 mm Ø 19.5 mm Ø 25 mm Ø 31.5 mm

Max. cable diameter Ø 6 mm Ø 10 mm Ø 14 mm Ø 18 mm  Ø 25 mm
Material   TPE TPE TPE TPE TPE

Sealing plugs, airtight

Certified airtight
Energy efficiency for FM & HW

• Straight and precise
• Work faster and more accurately
• Any combination possible
• Integrated spirit levels for alignment
• Quick release system

Installation instructions

Type BOS2

Product description
Drilling template for HW with plastic 

bushing

Article no. 7390048

SU / CB / PL 1 / 42 / 840 
Material   PP

Diameter Ø 68 mm

Drilling template

Perfectly aligned
All boxes at one level

Then drill through the 
hole inserts provided.

3Precise alignment with 
the integrated spirit level 
and fixing of the drilling 
template with the clamp.

2Drill the centre hole.1

850

Documents & 
further information

https://www.f-tronic.de/en/search?sSearch=9930014






















https://youtu.be/EsQHp0MjzfY?si=FggcbWfOrQQb3m_6






https://youtu.be/bECm3mR3Ino?si=hrTGC4Z8eT-pZDeH
https://www.f-tronic.de/en/search?sSearch=7500043


https://www.f-tronic.de/en/search?sSearch=7500063


https://www.f-tronic.de/en/search?sSearch=7500057






https://youtu.be/gFn-DwtDbf0


https://youtu.be/JTPubaIASK4
https://youtu.be/568yaG88Lpo


https://youtu.be/53dQkp65eWE


https://youtu.be/2b13A4oZ5pM?si=TI2njybZZrXn2o_L


































































https://www.f-tronic.de/en/contact/contact-partner-europeworld/
https://www.f-tronic.de/en/



